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Series 75

Technical Data
Overall Length 33,1 mm
Minimum Centre Spacing1,90 mm
Maximum Travel 6,40 mm
Working Travel 4,20 mm
Temperature Range from –55°C
Up to +120°C
Typical Resistance 20 m�
Current Load rated/max.2,5 / 3,5 A 

Materials

Plunger Cu-alloy or steel harde-
ned, gold plated

Barrel Cu-alloy, gold plated
Spring Music wire, gold plated 

or silver plated
 
Series 75 is the standard series for 
1.9 mm (75 mil) pitch, and combined 
with the series 100 (for 2.54 mm) and 
071 (for 1.27 mm) by the same length 
and travel. 

An overview of the receptacles on 
page 30.

Series 75
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Spring Force (xx)
Preload

 
Rated Force Code 

xx
0,3 N
0,4 N
0,8 N
0,7 N
0,8 N

1,0 N
1,5 N
2,0 N
2,5 N
3,0 N

10
15
20
25
30

Ø 0,50 75.101.05.xx

Ø 0,64 75.102.06.xx

Ø 0,90 75.103.09.xx

Ø 1,20 75.103.12.xx

Ø 1,20 75.04.12.xx

Ø 0,64 75.05.06.xx 

Ø 0,64 75.106.06.xx

Ø 1,00 75.106.10.xx

Ø 1,20 75.106.12.xx

Ø 1,40 75.106.14.xx

Ø 1,30 75.07.13.xx

Ø 0,64 75.08.06.xx

Ø 1,00 75.08.10.xx

Ø 1,20 75.08.12.xx

Ø 1,40 75.08.14.xx

Ø 2,00 75.308.20.xx

Ø 1,20 75.109.12.xx

Ø 1,40 75.109.14.xx

Ø 0,64 75.112.06.xx

Ø 0,90 75.112.09.xx

Ø 1,20 75.112.12.xx

Ø 1,40 75.112.14.xx

Ø 1,20 75.113.12.xx

Ø 0,64 75.118.06.xx

Ø 1,20 75.20.12.xx

Ø 1,30 75.20.13.xx

Ø 1,60 75.20.16.xx

Ø 0,64 75.123.06.xx

Ø 0,64 75.124.06.xx

Ø 0,64 75.126.06.xx

Ø 1,20 75.162.12.xx

Ø 0,50 75.166.05.xx

For XXLonglife-Nanocoating   
order as  75X

33,1
(1.303)

25,4
(1.00)

ø 1,02 (.040)

7,7
(.303)

ø 0,64 (.025)

1,3 (.051)



30

7,10
(.280)

Extension height
variable from
min. 8,40 mm 
to 16,00 mm

7,60
(.300)

38,60
(1.52)

8,40
(.331)

4,60
(.181)

Extension height
variable from
min. 5,90 mm 
to 13,50 mm

7,60
(.300)

36,10
(1.42)

5,90
(.232)

9,00
(.354)

Extension height
variable from

min. 10,30 mm 
to 17,90 mm

7,60
(.300)

40,50
(1.59)

10,30
(.406)
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S 75.00-W
Wire-Wrap-Post

S 75.00-C
Open Crimp End

S 75.00-L
Solder Cup

S 75.02-W
Wire-Wrap-Post

75 / 751 / 752 / 754

rECEPTACLES FOr SErIES

Receptacles of SErIES 75 are also used for the SErIES 751, 752 and 754.

Receptacle version S 75.02-W features two press-rings to improve alignment of 

the receptacles in the mounting hole and thus to optimize pointing accuracy of the 

spring contact tip. The S 75.00-CD version has pre-attached wire (standard length 

appr. 800 mm) and is available on demand.
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16,00
(.630)

45,70
(1.80)

ø 1,40
(.055)

ø 1,47
(.058)

ø 1,20
(.047)

24,60
(.9685)

10,00
(.394)

5,10
(.200)

8,00
(.315)

ø 1,32
(.052)

Sq.
0,64 x 0,64

(.025 x .025)

~ 0,78

ø 1,10
(.043)

ø 1,32
(.052)

ø 1,47
(.058)

7,60
(.300)

30,00
(1.18)

25,00
(.984)

ø 0,85
(.033)

ø 1,10
(.043)

7,60
(.300)

30,00
(1.19)

25,00
(.984)

ø 1,47
(.058)

ø 1,32
(.052)
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39,70
(1.56)

ø 1,47
(.058)

ø 1,10
(.043)

30,20
(1.19)

25,00
(.984)

9,50
(.374)

7,60
(.300)

ø 1,32
(.052)

Sq.
0,64 x 0,64

(.025 x .025)


