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Technical Data
Overall Length 24,80mm
Minimum Centre Spacing3,80 mm
Maximum Travel 5,00 mm
Working Travel 3,40 mm
Temperature Range from –55°C
Up to +120°C
Typical Resistance 20 m�
Current Load rated/max.4,0 / 5,5 A

Materials

Plunger CuBe or steel, gold 
plated

Barrel Nickel silver or brass, 
gold plated

Spring Music wire, silver plated

Receptacles shown on page 48.

Technical Data
Overall Length 27,00 mm
Minimum Centre Spacing3,80 mm
Maximum Travel 5,00 mm
Working Travel 3,40 mm
Temperature Range from –55°C
Up to +120°C
Typical Resistance 20 m�
Current Load rated/max.4,0 / 5,5 A

Materials

Plunger CuBe or steel, gold 
plated

Barrel Brass, gold plated
Spring Music wire, silver plated 

The Series 150 has a barrel with snap 
groove. Please note that if you use 
one of the spacers, the function of the 
locking groove is no longer present.

Receptacles shown on page 48.

Series 50

Series 150

Series 50

Series 150

For XXLonglife-
Nanocoating   
order as  50X

For XXLonglife-
Nanocoating   
order as  150X

Ø 2,30 50.102.23.xx

Ø 2,30 50.03.23.xx

Ø 2,50 50.103.25.xx

Ø 6,00 50.03.60.xx

Ø 2,50 50.104.25.xx

Ø 2,50 50.105.25.xx

Ø 2,50 50.06.25.xx

Ø 4,00 50.106.40.xx

Ø 2,50 50.08.25.xx

Ø 3,00 50.108.30.xx

Ø 4,00 50.08.40.xx

Ø 2,50 50.110.25.xx

Ø 2,50 50.122.25.xx

Ø 2,50 50.35.25.xx

Spring Force (xx)
Preload

 
Rated Force Code 

xx
0,8 N
1,0 N
1,2 N
3,0 N

1,5 N
2,0 N
3,0 N
5,0 N

15
20
30
50

Spring Force (xx)
Preload

 
Rated Force Code 

xx
0,8 N
1,0 N
1,2 N
3,0 N

1,5 N
2,0 N
3,0 N
5,0 N

15
20
30
50

Ø 2,30 150.102.23.xx

Ø 2,30 150.03.23.xx

Ø 2,50 150.103.25.xx

Ø 6,00 150.03.60.xx

Ø 2,50 150.104.25.xx

Ø 2,50 150.105.25.xx

Ø 2,50 150.06.25.xx

Ø 4,00 150.106.40.xx

Ø 2,50 150.08.25.xx

Ø 3,00 150.108.30.xx

Ø 4,00 150.08.40.xx

Ø 2,50 150.110.25.xx

Ø 2,50 150.122.25.xx

Ø 2,50 150.35.25.xx
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